B PDS-100 SINGLE CYLINDER (DEAD BOLT) Installation list

BRAND INSTALLABILITY MODEL
1 [SCHLAGE Installable BEON 626 C
2 |SCHLAGE Installable BEON 609 C
3 |SCHLAGE Installable BEON 505 605 C
4 |SCHLAGE Installable BEBON 620
5 [SCHLAGE Installable BEON 622 C
6 |SCHLAGE Installable BEON 716 C
7 |SCHLAGE Installable BEON 619 C
8 [SCHLAGE Installable JD60 716
9 |SCHLAGE Installable JD630 16-068
10 |SCHLAGE Installable B6ON V505 605
11 |SCHLAGE Installable D39-001001
12 |SCHLAGE Installable B660P 626C
13 |SCHLAGE Installable 18687
14 |KWIKSET Installable 660M 3CP RCS K6V1
15 |KWIKSET Installable 660 CRR 26D SMT RCAL RCS K3Vi
16 |KWIKSET Installable 660 3 RCAL RCS
17 |KWIKSET Installable 660 260 SMT RCAL RCS
18 |KWIKSET Installable 780 BOOT1BNYMUW
19 |KWIKSET Installable 780 3RCAL RCS BBPKG
20 |KWIKSET Installable 660M 3CP RCS K6
21 |KWIKSET Installable 780 26D RCAL RCS BBPKG
22 |KWIKSET Installable 660 11P RCAL RCS
23 |KWIKSET Installable 660 11P SMT RCAL 5303
24 |KWIKSET Installable 980 5 SMT CPK4
25 |KWIKSET Installable 980 15SMT CPK4
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26 |KWIKSET Installable COMBO 690CP 49731/1
27 |KWIKSET Installable 690 CV 11P CPK6

28 |KWIKSET Installable 660 26D CP CODE RCALRCS
29 [KWIKSET Installable 690 15 CPK6

30 [KWIKSET Installable 660 5 CP CODE RCALRCAK6
31 [KWIKSET Installable 660 11P CPK6

32 |KWIKSET Instal lable 660 15 CPK6

33 |BRINKS Installable 2717-105

34 |BRINKS Installable 2717-109

35 |DEFIANT Installable SKU890 100

36 |DEFIANT Installable 154660

37 |BALDWIN Installable SC.TRD.003

38 |DESIGN HOUSE Installable 727446

39 |WEISER(ELEMENTS) Installable GDC 9471 3BR SMT MS 6LS2R2
40 |WEISER Installable GDC 9471 11P SMT

41 |PREMIERE ESSENTIALS Installable 00271-N-NFR22

42 |LEGEND Installable MFG #806156

43 |INTERLINE Installable LEGEND[MFG #806156]
44 |KENAURD Installable Kenaurd

45 |NU-SET Installable 52345

46 |NU-SET Installable 35463

47 |CONSTRUCTOR Installable #CON4260




